Stubby Flat Fan

DESIGN FEATURES

Extremely short length for
minimum projection and maximum
clearance

Produces a flat fan spray pattern
available in a variety of spray
angles

Available in straight (parallel)
threads only, NPSM and G
Requires gasket to seal connection

SPRAY CHARACTERISTICS

Spray pattern: Fan

Spray angles: 20°, 30°, 45°, 60°,
90° and 120° standard

Flow rates: 0.049 to 295 gpm
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Dimensions are approximate. Check with BETE for critical dimension applications.

NFS Flow Rates and Dimensions

NFS Dimensions and

Flat Fan, 20°, 30°, 45°, 60°, 90° & 120° Spray Angles, 1/4" to 2" Pipe Sizes Spray Angles
** GALLONS PER MINUTE @ PSI , N
Male Equiv. Spray  Dimensions
Pipe | Nozzle | K 5 10 15 20 30 40 60 80 100 150 200 |Orifice Pipe Nozzle Angles (in)
Size | Number |Factor | PSI  PSI  PSI PSI PSI PSI PSI PSI PSI PSI PSI |Dia.(in) Size Number Available AB C D
NFS012 | 0.020 [004 006 008 009 011 012 015 018 020 024 028 |0.0315 NFS 012 | 20°30°45° |0.47
NFSO019 | 0031 |007 010 012 014 017 019 024 028 031 038 044 |0.0394 To 60° 90° 120°
NFS031 | 0.049 |011 016 019 022 027 031 038 044 049 060 070 |0.0472 NES 39 0.28
NFS039 | 0.061 |0.14 019 024 027 034 039 047 055 061 075 087 |0.0531 20° 30° 45°
1/4 NFS050 | 0.078 |0.18 025 030 035 043 050 061 070 078 096 111 |0.0591 1/4 | NFS50 st a6
NFS059 | 0.093 |[021 029 036 042 051 059 072 083 093 114 132 |0.0650 :
NFS 077 | 0122 [0.27 039 047 055 0.67 077 095 110 122 150 1.73 |0.0787 NFS 62 45° 60° 90°
NFS098 | 0.155 035 049 060 069 085 098 120 138 155 189 219 | 0.0866 NFS 77 45° 0.75 0
NFS12 | 0.196 |044 062 076 088 107 124 152 175 196 240 277 |0.0984 NFS 20 20° 30° 45° | 0.59 'S
NFS15 | 0233 |052 074 090 104 128 147 180 208 233 285 3.29 |0.106 i 60° 90° 120°| =
NFS20 | 0309 069 098 120 1.38 169 197 239 276 3.09 378 436 |0.118 NES 77 =
NFS25 | 0392 |088 124 152 175 215 248 304 351 392 480 555 |0.138 " - =3
1/4 NFS31 | 0492 [1.10 156 191 220 270 311 381 440 492 603 696 | 0157 NFS 93 120 031 o
or NFS39 | 0612 |137 194 237 274 335 387 474 548 612 750 866 | 0177 4| oy, | 20°30°45° 5 e
314" NFS50 | 0785 |1.75 248 304 351 430 496 608 702 7.85 961 11.1 |0.197 60° 90° 120° 3
NFS62 | 0981 |[219 310 380 439 537 625 760 877 981 120 139 |0.217 20° 30° 45° 125 >
NFS77 | 122 |274 387 474 548 671 775 949 110 122 150 17.3 | 0.236 NFS 1S5 | oo a0° 120° oI
3/4" | NFS93 | 1.47 [328 465 569 657 805 929 114 131 147 180 20.8 | 0.272 NFS 185 | 1200 S —
g4 | NFS124 | 196 |439 620 760 877 107 124 152 175 196 240 27.7 | 0315 — c D
o NFS 155 | 2.45 |548 7.75 949 110 134 155 190 219 245 300 34.6 | 0.354 NFS 195 | 20730745 138 e
1.1/4 | NFS185 | 292 [653 924 113 131 160 185 226 261 292 358 413 | 0374 60° 90° 120° o QW
NFS195 | 309 |691 977 120 138 169 195 239 276 309 37.8 437 | 0.39% NFS 309 | 20°30°45° b I\l
144 | NFS309 | 488 |109 154 189 218 267 309 378 437 488 508 69.1 | 0472 60° 90° 120° & ~
NFS496 | 7.85 |17.5 248 304 351 430 496 608 702 785 961 111 | 0.591 NFS 124 | 20°30°45° | 0.87 0.47 o N
NFS557 | 881 |1907 278 341 394 482 557 682 788 881 108 125 | 0630 L-l4f To 60° 90° 120° 20 )
NFS620 | 981 |21.9 310 380 439 537 62.0 76.0 877 981 120 139 | 0.669 NFS 496 218 m co
NFS775 | 122 |274 387 474 548 671 775 949 110 122 150 173 | 0.748 NES557 | 20°30°45° | 1.25 0.79 3~
2 NFS977 | 155 |345 489 598 69.1 846 977 120 138 155 189 219 | 0.827 2 To 60° 90° 120° 275 i=or)
NFS1130 | 17.9 |400 566 693 800 980 113 139 160 179 219 253 | 0.886 NES 1320 20 @
NFS1320 | 209 |466 659 808 933 114 132 162 187 209 255 295 | 0.965 ’ S
. . . 3
Flow Rate (GPM) = K +PSI **Available in straight (parallel) threads only, NPSM and G. 5
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Standard Materials: Brass, 316 Stainless Steel, 303 Stainless Steel and PVC.

Spray angle performance varies with pressure. Contact BETE for specific data on critical applications.
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